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CHIKO

Integration Solar Solution

The Company

CHIKO Solaris an “integration solar solutions”
company, head quartered located in Shanghai,
China. We are professional Solar Photovoltaic
company specialized in designing and manufacturing
solar mounting systems and solar power system. Our
solutions address the needs of residential, corporate and
utility scale customers.

We are one of the fastest growing companies in solar business and
will keep offering strong sales supportand customer service.

We conduct research and development globally with facilities
in China and worldwide

Our Products

* CHIKO mounting systems
* Rooftop: tiled roof & tin roof & ilt
* Open area solutions: pole mount & ground mount

- Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

* Fast and simple installation

* High quality material in aluminium 6005-T5

+ Suitable for all roof types and all PV modules

* Mechanical calculation and reliability tested
to ensure highest product quality

*10 years product warranty

CHIKO Rail

CK-FZ-R2560B CHIKO New 2560mm rail
CK-FZ-R3405B CHIKO New 3405mm rail
CK-FZ-R4200B CHIKO New 4200mm rail
Chiko new rail, easier installation, lower cost

CK-FZ-R-2560  CHIKO Standard 2560mm rail
CK-FZ-R-3405  CHIKO Standard 3405mm rail
CK-FZ-R-4200 CHIKO Standard 4200mm rail
CK-FA-R-2560  CHIKO Adjustable 2560mm rail
CK-FA-R-3405  CHIKO Adjustable 3405mm rail
CK-FA-R-4200  CHIKO Adjustable 4200mm rail

Customized Length:2000mm-6000mm

* Material AL6005-T5

* Extruded Aluminum section

* High class anodized aluminium
¢ Tilt —in nut easy to install

*Package 8 PCS/PKG
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CHIKO standard rail splice kit

CK-FZ-SK  Forconnecting 2 pieces of base rail w

* Material AL6005-T5 & SUS304 bolt

* High class anodized aluminium ‘l"
-Package 200 PCS/CTN ‘%
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CHIKO

Integration Solar Solution

With so many solar panel size choices available, we knew
we had to provide systems that are simple to use, simple
to inventory and simple to install. CHIKO framed module
clamps are designed to suit a variety of solar panel
thicknesses-from 35mm to 50mm. The clamps come
preassembled with the fasteners for your convenience.

Standard mid clamp

CK-FZM-35  Fix35mm solarpanelframe
CK-FZM-40  Fix40mm solar panelframe
CK-FZM-45  Fix45mm solar panel frame
CK-FZM-50  Fix50mm solar panel frame

» Material AL6005-T5 & SUS 304 bolt
+ High class anodized aluminium
* Tilt —in nut easy to install

» Package 400 PCS/CTN

Standard end clamp

CK-FZE-35  Fix35mmsolar panelframe
CK-FZE-40 Fix40mmsolarpanelframe
CK-FZE-45  Fix45mm solarpanelframe
CK-FZE-50  Fix50mm solarpanelframe

» Material AL6005-T5 & SUS304 bolt

* High class anodized aluminium .

* Tilt —in nut easy to install

+ Package 400 PCS/CTN B
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CHIKO

Integration Solar Solution

Chiko adjustable mid clamp and adjustable end clamp
are designed for different depth of solar panel from 35mm
to 50,more stonger,more convenient to install.

Adjustable mid clamp

CK-FZ-AM  Fix35mm-50mm solar panel frame

* Material AL6005-T5 & SUS 304 bolt
* High class anodized aluminium

* Tilt —in nut easy to install ‘m :
- Package 400 PCS/CTN  m D
fa=

Adjustable end clamp

CK-FZ-AE  Fix35mm-50mm solar panelframe

* Material AL6005-T5 & SUS 304 bolt
* High class anodized aluminium
* Tilt —in nut easy to install

» Package 400 PCS/CTN

Tel: 0086 2133502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

CHIKO thin film module clamp with high class anodized AI6005-T5 and SUS304 bolt.
Suitable for a variety of solar panel thickness.

10 years products warranty

The clamps come preassembled with the fasteners for your convenience.

CHIKO Standard Thinfilm Clamp
CK-LZ-M1

2 )

CK-LZ-M1 Standard mid clamp
CK-LZ-E1 Standard end clamp

Material Al6005-T5 and SUS 304 Bolt
High class anodized aluminium
Tilt-in nut easy to install

High quality EPDM allowed for thin film module 7mm -9 mm

CK-LZ-E1
» Package 200 PCS/CTN

CK-LZ-M2
CHIKO Adjustable Thinfilm Clamp
CK-LZ-M2  Standard mid clamp
CK-LZ-E2 Standard end clamp

Material Al6005-T5 and SUS 304 Bolt
+ High class anodized aluminium
Tilt-in nut easy to install

- High quality EPDM allowed for thin film module 7mm -9 mm CK-Lz-E2
» Package 200 PCS/CTN ﬁ
-y
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CHIKO

Integration Solar Solution

* Fast and simple installation
* Black anodized Aluminium 6005-T5
*10 years product warranty

CHIKO standard rail

CK-FZ-R-2560  CHIKO Standard 2560mm rail
CK-FZ-R-3405  CHIKO Standard 3405mm rail
CK-FZ-R-4200  CHIKO Standard 4200mm rail
Customized Length:2000mm-6000mm

* Material AL6005-T5

» Extruded aluminum section

* High class anodized aluminium

* Tilt —in nut easy to install

*Package 8 PCS/PKG

CHIKO standard rail splice kit

CK-FZ-SK  Forconnecting 2 pieces of base rail
* Material AL6005-T5 & SUS304 bolt

* High class anodized aluminium

*Package 200 PCS/CTN

Standard mid clamp & end clamp

CK-FZM-35  Fix35mm solarpanelframe
CK-FZM-40  Fix40mm solar panel frame
CK-FZM-45  Fix45mm solar panel frame
CK-FZM-50  Fix50mm solar panelframe

CK-FZE-35  Fix35mm solarpanelframe
CK-FZE-40  Fix40mmsolarpanelframe
CK-FZE-45  Fix45mm solarpanelframe
CK-FZE-50  Fix50mmsolarpanelframe
» Material AL6005-T5 & SUS304 bolt

* High class anodized aluminium

* Tilt —in nut easy to install

» Package 400 PCS/CTN
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CHIKO
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- Material SUS 304 = -

« With wooden screws (M6X65mm), inner hexagon ﬁ—‘- c |7002=°
bolt (M8x25mm/ SUS 304)

* CHIKO nut go with hook, hooks are completely Material h

pre-assembled,make installation easier and safer.  thickness

Tile Roof Hook

mm 46.0 | 100.0 | 166.0 | 50.0 | 180.0 | 30.0 5.0

inches | 1.81 3.94 | 6.54 | 1.97 7.09 | 1.18 | 0.20

CK-FZH-01

),

L

mm 46.0 | 100.0 | 166.0 | 50.0 | 280.0 | 30.0 5.0

inches | 1.81 3.94 6.54 1.97 | 11.02 1.18 0.20

CK-FZH-071

e}
S
| s
A —
fote

mm 46.0 75.0 | 166.0 | 50.0 | 180.0 | 30.0 5.0

inches | 1.81 295 | 654 | 1.97 | 7.09 | 1.18 0.20

CK-FZH-02

a b c d e f h ) ﬂ
M s

mm | 30.0 | 100.0 | 166.0 | 80.0 | 30.0 | 30.0 5.0 ’
inches | 1.18 394 | 654 | 3.15 | 1.18 1.18 | 0.20 4
CK-FZH-03

a b c d e f h o u $

m <
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CHIKO

Integration Solar Solution

CK-FZH-04
a b c d e f h 1” ’
mm | 46.0 | 110.0 | 126.0 | 50.0 | 180.0 | 30.0 5.0 4
inches | 1.81 | 433 | 496 | 197 | 7.09 | 1.18 | 0.20 L
CK-FZH-05
a b c d e f h :
)
mm | 31.0 | 208.0 | 170.0 | 80.0 | 30.0 | 30.0 5.0 3
L
inches| 122 | 819 | 6.69 | 3.15 | 1.18 | 1.18 | 0.20 4
CK-FZH-06
a b c d e f h iy
1 /4

mm 31.0 | 208.0 | 120.0 | 80.0 30.0 30.0 5.0

inches | 1.22 | 8.19 | 4.72 3.15 | 1.18 118 | 0.20

CK-FZH-07
a b c d e f h
mm 0.0 | 195.0 | 120.0 | 195.0 | 30.0 | 30.0 5.0 n? . i
X
inches | 0.00 | 7.68 | 4.72 768 | 1.18 | 1.18 | 0.20 i
CK-FZH-01B
a b c d e f h
gee
mm | 46.0 | 100.0 | 166.0 | 50.0 | 180.0 | 30.0 5.0 thl i
k4
inches | 1.81 | 3.94 | 6.54 | 197 | 7.09 | 1.18 | 0.20 -
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CHIKO

Integration Solar Solution

CK-FZH-05B

mm 31.0 | 208.0 | 154.0 | 80.0 30.0 30.0 5.0

inches | 1.22 8.19 6.06 3.15 1.18 1.18 0.20

CK-FZH-07B

mm 0.0 195.0 | 120.0 | 195.0 | 30.0 30.0 5.0

inches | 0.00 | 7.68 | 4.72 768 | 1.18 1.18 | 0.20

CK-FZH-09

a b c d e f h

mm | 40-50 | 104.0 |162-172| 54.0 | 140.0 | 30.0 5.0

inches | 157197 | 4.09 |638-677| 2.13 | 5.51 1.18 0.20

CK-FZH-09V

a b c d e f h

mm | 40-50 | 104.0 | 83122 | 55.0 | 140.0 | 30.0 5.0

inches | 157197 | 4.09 |327-48| 2.17 5.51 1.18 0.20

CK-FZH-10

a b c d e f h ? ? :f
mm 0.0 195.0 | 65.0 0.0 30.0 | 30.0 5.0 Q
inches | 0.00 | 7.68 2.56 0.00 | 1.18 | 1.18 0.20

n Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com
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CHIKO

Integration Solar Solution

» Easy install: CHIKO solar grounding products are designed to fit the features of CHIKO rail perfectly.
Itis the most popular solution for solar system grounding and not more running ground wire to every PV module.

* High standard: CHIKO solar grounding products can meet the EN60335 and UL467 requirement
forbonding and grounding system.

* Excellent performance:The special design features stainless steel rib that pierce into anodized aluminium.
providing a gas tight connection which prevent oxidation and get a excellent grounding preforcement.

CHIKO bonding jumper

CK-GR-R1
CK-GR-R1 CHIKO Bonding jumper

» Material SUS 304 & Copper &AL6005-T5 1] 1
« Cooperated with CHIKOrrai -:"L,

& =
» Package 400 SET/CTN %
CHIKO New bonding jumper

CK-GR-R1B

CK-GR-R1B CHIKO Bonding jumper

» Material SUS 304

» Cooperated with CHIKO rail splice kit ‘ N
-

» Package 2000 PCS/CTN

Chiko bonding jumper grounding lug
CK-GR-R2

CK-GR-R2 CHIKO Grounding Lug

* Material AL6005-T5 lay-in lug & Stainless Steel
Clip&SUS 304 & A2-70 bolt

» High pre-assembly connect system to equipment
ground conductor

* Package 560 SET/CTN

Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com n



CHIKO

Integration Solar Solution

This product is designed to bond solar PV modules to mounting structures and create an electrical path
to ground.When install, the clips are placed between PV modules and mounting rails at clamping

points or at bolted connections.

Earthing clip

CK-GC-R3A CHIKO Grounding Clip,Open 8.5mm

CK-GC-R3B CHIKO Grounding Clip Closed 8.5mm

CK-GC-R3C CHIKO Grounding Clip Open 12mm

CK-GC-R3D CHIKO Grounding Clip with Gear 8.5mm

CK-GC-R3E CHIKO Grounding Clip for Adjustable Mid Clamp Open.

» Material SUS 304

* Special rib both surface to pierce
the aluminum anodized

» Cooperated with Mid clamp to install
on the CHIKO Rail

» Package 4800 PCS/CTN

Tel: 0086 2133502438 Email: chiko@chikolar.com
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CHIKO

Integration Solar Solution

Tomountsolar panels on Tin clamp type roofs youusually
have to drill holesinto the cladding, causing permanent
damage to the roof. CHIKO new bracket provides you with
anew non-penetrating solution. The bracket can be attached
directly on most of Tin clamp type roofs and allows you to
install tilt leg kits.

Tin Roof Clamp CK-FZ-TC 700

CK-FZ-TC700 CHIKO New bracket with - S CK-EZ-TC 406
CK-FZ-TC406  -non-penetrating solution SN o

* Material AL6005-T5 & anodized
* High quality EPDM rubber & SUS304 bolt

» Package 64 SET/CTN

- -

-;-;:’:

CK-FZ-TC700-2N CHIKO Standard bracket with - CK-TC700-2N
CK-FZ-TC406-2N - non-penetrating solution

* Material AL6005-T5 & anodized
* High quality EPDM rubber & SUS 304 bolt

» Package 64 SET/CTN

CK-TC406-2N

CHIKO New bracket with -

CK-FZH-021 - non-penetrating solution

* Material Stainless steel SUS 304
+ High quality SUS 304 bolt & aluminium nut

» Package 120 SET/CTN

v v

Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

The Customized tilt kit is engineered for the extensive
flexibility in designing and planning for the commercial
and residential roof solar jobs. Both front leg and rear leg
can be high pre-assembly to make the installation easy
and quick, save your labor cost and time. With high class
anodized aluminum 6005-T5, pretty good anticorrosive
performance, the structure strength and the appearance.

Tiltfrontleg

CK-FZF-FL Fixed Tilt Front SupportLeg

Tiltbackleg

CK-FZF-BL-15 Fixed Tilt Back SupportLeg 15°
CK-FZF-BL-20 Fixed Tilt Back SupportLeg 20°
CK-FZF-BL-30 Fixed Tilt Back SupportLeg 30°

* Material AL6005-T5 & anodized
* High quality EPDM rubber & SUS 304 bolt

» Package 20 SET/CTN

Tel: 0086 2133502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

« Stainless steel SUS 304 and anodized aluminium 6005-T5

* Suitable for trapezoidal metal roof

« Self-lock screw better connect result in excellent waterproof seal
* 10 years quality warranty

SS Hook CK-FZH-011
CK-FZH-011 t1
CK-FZH-012 Fix rails to trimdeck sheet metal roof TL,.E j'
CK-FZH-022 '

* Material Stainless steel SUS 304
« Self-tapping SUS 410 St6.3 X 25mmand EPDM rubber pad CK-FZH-012

* Tilt-in easy to install
- Package 160 SET/CTN Tt J 3

CK-FZH-022
Tttt

™
43!
Dl
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CHIKO

Integration Solar Solution

* Wooden screws (M6X90mm), inner hexagon
bolt (M8x25mm/ SUS 304)

* CHIKO nut go with hook, hooks are completely
pre-assembled.

L& TFeet
CK-FZH-013

CK-FZH-013
CK-FZH-014

Fix rails to metal sheet roof

* Tin hook made of AL6005-T5

* High quality rubber pad

* Wooden screw M6 X 90mm

* High class anodized aluminium

Hanger bolt

CK-FZH-08M10-200/250/300
CK-FZH-013M10-200/250/300 Fixrails to metal sheet roof
CK-FZH-015M10-200/250/300

<
. + Package 200 SET/CTN

* Material stainless steel SUS 304
* High quality EPDM sealing rubber pad CK-FZH-08M10

» Package 160 SET/CTN

CK-FZH-013M10

M10-200/250/300

< -

CK-FZH-015M10
L

Tel: 0086 2133502438 Email: chiko@chikolar.com Website: www.chikolar.com




CHIKO

Integration Solar Solution

* With wooden screws (M6X90mm), and rubber pad
* High class anodized aluminium
* 10-year guaranteed rubber pad

Tiltfrontleg

CK-FZA-FLN  Tin Roof Adjustable FrontSupportLeg 10°- 60°

Tiltbackleg

CK-FZA-BL200N  Tin Roof Adjustable Back Support Leg 10°-15°
CK-FZA-BL360N Tin Roof Adjustable Back Support Leg 15°- 30°
CK-FZA-BL660N  Tin Roof Adjustable Back Support Leg 30°- 60°

» Material AL6005-T5 & anodized
 Tilt-in nut easy to install

» Package 25 SET/CTN

Tel: 0086 2133502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

¢ Install site : Flat roof & smallOpen ground

* TiltAngle: 10°-15°deg &15° - 30°deg & 30° - 60°deg

+ System Height: <2.5

* Max Wind Speed: <60m/s

+ System Height: <1.4KN/m2

+ Standard: AS/NZS 1170 and other intenational Standard
 Material: High Class Aluminum alloy AI6005-T5 &

Stainless steel 304 bolt
« Size of the module array: Any size possible
* Module orientation: Portrait or landscape
» Warranty: 10 years warranty and 25 years service life

Adjustable Triangular structure

CK-TM-1015 Designed to accommodate
CK-TM-1530 tof tg f I d
CK-TM-3060 o flatroof or small open groun

* Tilt-in nut easy to install
* Material AL6005-T5 & SUS 304

]_ 6 Tel: 0086 2133502438 Email: chiko@chikolar.com

Website: www.chikolar.com



CHIKO

Integration Solar Solution

* Install site : flat roof & smallOpen ground

« TiltAngle: 15°8& 20°& 30° _

+ System Height: <2.5 el A A ————
+ Max Wind Speed: <60m/s ;

+ System Height: <1.4KN/m2 e

+ Standard: AS/NZS 1170 and other intenational Standard D i

* Material: High Class Aluminum alloy AI6005-T5 &

Stainless steel 304 bolt
+ Size of the module array: Any size possible
* Module orientation: Portrait or landscape
» Warranty: 10 years warranty and 25 years service life

Triangular structure

gijm:;g Designed to accommodate
CK-TM-30 to flat roof or small open ground

* Tilt-in nut easy to install
* Material AL6005-T5 & SUS 304
* Any angle are available

Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com 1 7




CHIKO

Integration Solar Solution

* Install site: Concrete roof & open filed
* Tilt Angle: 5-60deg

» System Height:  <2.5m

» Max Wind Speed: <60m/s

¢ Snow Load: <1.4KN/m2
« Standard: AS/NZS 1170 and other international Standard
* Material: High class aluminium alloy AL6005 -T5 & C steel

* Anticorrosive: Anodized aluminum & hot galvanized C steel
* Pile Driving depth: 1000 - 2000mm

+ Soil Condition: ~ Non - sandy

» Warranty: 10 years warranty and 25 years service life

Adjustable triangle ground mounting system

CHIKO solar Adjustable triangle

CK-QT-560 support structure 5-60deg

+ Material hotgalvanized steel Q235B
* Anticorrosive finished high class hot galvanized
* Allboltinzinc coating

Tel: 0086 2133502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

* Install site:

* Tilt Angle:

+ System Height:

* Max Wind Speed:
* Snow Load:

+ Standard:

+ Material:

 Color:
* Anticorrosive:
+ Warranty:

Open field & Flat roof

20 - 30deg & 35 - 45deg

<2.5m

<60m/s

<1.4KN/m’

AS/NZS 1170 and other international Standard
High Class Aluminum alloy Al6005-T5 & Stainless
steel 304 & hot galvanized steel

Paint is black and other is natural

Anodized aluminum & galvanized steel

10 years warranty and 25 years service life

Adjustable ground support structure

CK-1V-2030

CK-1V-3545

CHIKO Solar 1V ground support
structure 20deg/25deg/30deg

CHIKO Solar 1V ground support
structure 35deg/40deg/45deg

» Material hot galvanized steel Q235B
* Anticorrosive finished high class hot galvanized
* Allboltinzinc coating

Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

* Install site: Open field & Flat roof
* Tilt Angle: 20 - 45deg
+ System Height:  <2.5m

* Max Wind Speed: <60m/s

+ Snow Load: <1 4KN/m?

+ Standard: AS/NZS 1170 and other international Standard

+ Material: High Class Aluminum alloy AI6005-T5 & Stainless
steel 304 & hot galvanized steel

+ Color: Paint is black and other is natural

* Anticorrosive: Anodized aluminum & galvanized steel

» Warranty: 10 years warranty and 25 years service life

Adjustable ground support structure

CHIKO Solar 2V ground support
CK-2V-2050

structure 20deg/25deg

CHIKO Solar 2V ground support
CK-2V-3035 structure 30deg/35deg

CHIKO Solar 2V ground support
CK-2V-4045 structure 40deg/45deg

» Material hotgalvanized steel Q235B
* Anticorrosive finished high class hot galvanized
 Allboltinzinc coating

A=A
T
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CHIKO

Integration Solar Solution

* Install site: Open ground
* Tilt Angle: 20 - 45deg

» System Height:  <2.5m

* Max Wind Speed: <60m/s

* Snow Load: <1.4KN/m’

« Standard: AS/NZS 1170 and other international Standard

*+ Material: High Class Aluminum alloy AI6005-T5 &
Stainless steel 304 & hot galvanized steel

+ Color: Paint is black and other is natural

* Anticorrosive: Anodized aluminum & galvanized steel

» Warranty: 10 years warranty and 25 years service life

Fix ground support structure

4 Pole legs with base

CK-GS-P60 ground screw - pipe ®60mm

» Materia hot galvanized steel Q235B
+ Anticorrosive finished high class hot galvanized
+ Base foundation for ground screw or concrete base

Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

Chiko clip is a smart design for fixing cables on solar panels,
shall not lay on roofs or floors with clips. It will save you time
because of essily and fast installation, no tools are needed
when you install it.

CHIKO Solar cable clips CK-FSC-CP1
CK-FSC-CP1 _
CK-ESC-CP2 CHIKO Solar cable clips

* Installed very easily and fast without any tools.

* Can be accommodated up to two cables.
. . . , , CK-FSC-CP2

» Two sizes available to suit all cable configurations

* Can be installed on the frame thickness between 1.5mm-2mm

* Flaired edges on the clip protected cables from damages.

» Made from spring grade stainless steel

* Ten years product warranty.

Tel: 0086 2133502438 Email: chiko@chikolar.com Website: www.chikolar.com



CHIKO

Integration Solar Solution

Stainless Steel Cable Ties are available in various lengths and widths to suit all types
of applications, Manufacture using SUS304.

They are ideal for environmental harsh conditions including indoors, outdoors and whole ground.
Using a unique buckle locking mechanism to enable quick and easy installation by hand.

T Width Length Package

(mm) (mm) (pcs/pkg)
CK-FSC-TA-100 4.6 100 100
CK-FSC-TA-150 4.6 150 100
CK-FSC-TA-180 4.6 180 100
CK-FSC-TA-200 4.6 200 100
CK-FSC-TA-250 4.6 250 100
CK-FSC-TA-300 4.6 300 100
CK-FSC-TA-350 4.6 350 100
CK-FSC-TB-100 8 100 100
CK-FSC-TB-150 8 150 100
CK-FSC-TB-180 8 180 100
CK-FSC-TB-200 8 200 100
CK-FSC-TB-250 8 250 100
CK-FSC-TB-300 8 300 100
CK-FSC-TB-350 8 350 100

Material with high quality SUS304

Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com
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CK-0807-A/B CK-0807-3A/3B CK-0808-A/B CK-0808-3A/3B PV Junction Box adopts
crowned spring and has automaticlocking mechanism on plugs to ensure solid

connection between contact and connector. Connector plug (negative) is equipped

with buttons that are symmetric at the bottom to ensure the convenience of removal.

Such removal does not need any extra instruments, therefore, can make sure

ga
that the plug is intact. This advanced product, with easy usage, is more r r
convenient to use than similar products. In addition, the product also confirms to
DIN V VDE V 0126-3. '
.

%

-ty —

MC4 connector, can connect with solar cable

2m,4m,6m,8m,10m,12m, Pretty flexible.
CK-0807-A/B(MC4)

500 PCS/PKG

CK-0807-3A/3B(MC4) MC4 Branch Connector CK-0807-3A
CK-0807-3B

500 PCS/PKG

CK-0808-B

ll

500 PCS/PKG

CK-0808-3A/3B(MC3) MC3 Branch Connector CK-0808-3A
CK-0808-3B

" ‘ﬁ ﬂ‘e 'IF

500 PCS/PKG

Tel: 008621 33502438 Email: chiko@chikolar.com Website: www.chikolar.com
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Insulation

Soudsstar Voltage Rating:
« Conductor: Tinned annealed copper
* |nsulation: 120°C XLPE, black

« Jacket: 120°C XLPE, black
« voltage 600/1000V temperature 120°C et

« Specifically designed for connecting photovoltaic

Environmental Compatibility

Jacket
NLPE fame resrdang

]

system components inside and outside of building o |
and equipment with high mechanical requirements SR

Expected usable life:

and extreme weather conditions .For permanent installations.

FRCABLE TUV PV1-F Solar Cable

« Cable made of electron-beam cross-linked insulation and coating; high resistance against heat,
cold, oil, abrasion, ozone, UV and weather; with improved reaction in case of fire; low smoke,
halogen free, flame free flame retardant; flexible, easy to strip, very low space requirement,
extremely mechanically robust, very long lifetime.

Construction:

Conductor Insulation Insulation Jacket Outer Conductor Ctﬂrar:-n t
Standard . resistance -
Type | Construction [Conductor Dia Standard Dia. Standard | - Da. (20C) Carryn?g
‘| Thickness Thickness Capacity
mm? N/mm (about) mm| mm mm mm mm Q/km Amp
1.5 30/0.25+0.006 1.58 0.9 3.38+0.1 1.10 5.5+0.2 13.7 30
2.5 50/0.25+0.006 2.04 0.85 3.74+0.1 0.90 5.5+0.2 8.21 41
4.0 56/0.30+0.006 2.59 0.85 4.29+0.1 0.90 6.10+0.2 5.09 55
6.0 84/0.30+0.006 3.17 0.85 4.87+0.1 1.05 7.040.2 3.39 70
Electrical Properties:
lte‘m Units Specification Jacket Insulation Conductor
Conductor resistance(20C) | Q/km - T I
Insulation resistance(90C) | Q/cm =10"
Withstand voltage V/5min AC6500
Lifetime year =25years
Min. Bending Radius 5D
CK-0809-1.5/2.5/4.0/6.0 Package
100/250
SOLAR CABLE 1.5/2.5/4.0/6.0 mm?
M/ROLL
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Tile roof mounting system

» Component

/Iflg;/z/; ’ /‘I & &4
f////,/ I’J ¥ -,I’./'I
4e 604484 1KW system QLD
Fi47d g
FE Y ‘_..‘-’ ‘

3KW system MEL
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Tin roof mounting system

e Component

* Project
o .

e

3KW system QLD

30KW system QLD g =< T ). 1.5KW system ADL
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Ground Mounted Systems:
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Shanghai Chiko Solar Technology Co.,Ltd

Add:BLD 1#,N0O.2439 GaoshiRd., Jiading District,Shanghai,201811 China

Tel: 0086 21 3350 2438
Fax: 0086 215186 1626

www.chikolar.com
chiko@chikolar.com




